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Dimensions in mm

HCDF 25...50

HDF

HCDF 56

25 22 37 56 55 56 55 50 41
31 25 40 59 58 59 58 53 44
35 29 44 63 62 63 62 57 48
40 34 49 68 67 68 67 62 53
45-4 37 52 71 70 71 70 65 56
45-6 28 43 62 61 62 61 56 47
50-4 43 57 76 76 77 75 71 62
56-4 46 60 79 79 80 78 74 65
56-6 37 51 70 70 71 69 65 56

Model 63 125 250 500 1000 2000 4000 8000 Model 63 125 250 500 1000 2000 4000 8000
63-4 52 66 85 85 86 84 80 71
63-6 40 54 73 73 74 72 68 59
71-4 56 76 84 89 91 88 81 70
71-6 44 64 72 77 79 76 69 58
80-4 60 80 88 93 95 92 85 74
80-6 49 69 77 82 84 81 74 63
90-4 67 88 95 100 103 99 92 81
90-6 55 76 83 88 91 87 80 69

Model A B C D E G H I J
HCDF-25-4T 330 275 262 260 275 11 56 110 8.5
HCDF-25-4M 330 275 262 260 275 11 56 110 8.5
HCDF-31-4T 400 336 310.5 308 285 11 65 110 10.5
HCDF-31-4M 400 336 310.5 308 285 11 65 110 10.5
HCDF-35-4T 465 390 362.5 360 296 11 76 110 10.5
HCDF-35-4M 465 390 362.5 360 296 11 76 110 10.5
HCDF-40-4T 532 452 412.5 410 335 11 98 136 10.5
HCDF-40-4M 532 452 412.5 410 335 11 98 136 10.5
HCDF-45-4T 596 504 462.5 460 331 11 105 136 10.5
HCDF-45-4M 596 504 462.5 460 331 11 105 136 10.5
HCDF-45-6T 596 504 462.5 460 338 11 105 136 10.5
HCDF-50-4T 665 562 516.5 514 345 11 115 136 10.5
HCDF-56-4T 710 630 563 560 397 15 115 - 10.5
HCDF-56-6T 710 630 563 560 386 15 115 - 10.5

Model A B C D E F J N
HDF-63-4T 730 690 645 640 370 150 12 12x30º
HDF-63-6T 730 690 645 640 330 150 12 12x30º
HDF-71-4T 810 770 715 710 349 150 12 16x22º30’
HDF-71-6T 810 770 715 710 323 150 12 16x22º30’
HDF-80-4T 900 860 805 800 421 180 12 16x22º30’
HDF-80-6T 900 860 805 800 371 180 12 16x22º30’
HDF-90-4T 1015 970 906 900 457 180 15 16x22º30’
HDF-90-6T 1015 970 906 900 415 180 15 16x22º30’

The specified values are determined according to free field measurements of pressure and sound levels in dB(A) at an equivalent distance of 
twice the fan’s span plus the impeller’s diameter, with a minimum of 1.5 m.

Acoustic features

Sound power Lw(A) spectrum in dB(A) via frequency band in Hz.
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INT AR VSD3/A-RFT
VSD1/A-RFM

CUADROS P RI SR INT-ATEX

Characteristic curves
Q = Airflow in m3/h, m3/s and cfm.		  Pe= Static pressure in mmH2O, Pa and inwg.

Accessories
See accessories section.


